
Entry Terminal 
 

 

 

ASPark Entry station is designed to be used as 

a part of ASPark system to record date and 

time that vehicle enters a car park. It issues 

tickets to arriving visitors printed with barcode 

containing date and time of issuing and serial 

number. When tickets is taken the entry barrier 

is open.  

 

Entry terminal is fitted with 7” full color display 

and ticket request button, optionally with  

proximity reader for contract visitors and inter-

com unit. Tickets are only dispensed when a 

vehicle is present on the loop. 

 

Entry station can work separately or as a part of 

AS Park 

Description 
 

¶ Long lifetime barcode printer.  

¶ ̤̄ íɔŴŴ lƶŴƶȉ |ĜȡǺŴ"ʲ ʞĜȺĊ ĊĜôĊ bȉĜȺƖ±ȡȡ ƶȉ 

2-line B/W display 

¶ Both sides access doors. 

¶ Ticket capacity up to 10.000 pcs. 

¶ Proximity reader with  hidden installati-

on. 

¶ Stainless steel cabinet powder coated on 

RAL colours. 

 



Supply Voltage.   230V AC (12V and 24V DC mains adaptors included) 

Dimensions:    плл Ȅ мотл Ȅ отл ƳƳ 

Features:   Issuing speed 1,5 sec./ticket 

    Ticket presenter with optical check 

    Ticket capacity 5.000 or 10.000 tickets 

²ŜƛƎƘǘ   ср ƪƎ 

²ƻǊƪƛƴƎ ǘŜƳǇŜǊŀǘǳǊŜ -нрϲ Ҍ слϲ / 

Housing:    Stainless steel cabinet with front panel and both sides access doors 

    and with powder coated on RAL colours 

Standard fittings:   Ticket dispensing unit, power and control unit, heating  

Ticket details:   thermal paper—fanfold or roll  

    width 54mm  

    paper quality 170g/m2  

    dimensions 54 x 86 mm 

MODEL:   EB170 

Specification 

Dimensions 

With a constant view of adopting the latest technological development  

AS Parking reserves the right to amend the information above, and any time. 


